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. 2. - For inverted mount only: (When applicable) Remove the
drain-plug screw located at the top of the antenna (Figure 4).
The drain hole must remain clear of any obstructions. Do not
remove the drain plug screw located beside the connector at
the base of the antenna. Proceed to step 3.

3. . Preassemble as much of the mounting hardware as possible
to the antenna while on the ground. If hoisting the antenna to
the top of the tower or structure attach a rope to the mounting
hardware at the bottom of the antenna and then make a slip
knot loop of the rope at the top of the antenna. The slip knot
loop will keep the antenna vertical when hoisting the antenna.
For safety, an additional rope could come off the bottom of
the antenna and be used as a guide by someone else on the
ground.

4. - Securely attach the antenna to the mast or tower using the
two DB365-0S or ASPR616 clamps provided (Figures 3 and
4). Do not overtighten the clamps; doing so will weaken the
installation. :

The antenna must be mounted as close to vertical
as possible.

5. Afterthe antenna is secured, route the RF feed cable (not sup-
plied) from the station equipment and attach it to the antenna.
Make the connection snug, but do not apply heavy force with
pliers. Andrew recommends torquing the connection to the
correct torque value.

The use of a flexible pigtail (not supplied) with a
mating connector is highly recommended when
connecting the#fatismission line to the' antenna. The
use of a pigtail will help relieve strain on the connec-
tors caused by flexing, expansion, and contraction
‘of the cable.

6. = Toavoid moisture problems, carefully weatherproof all connec-
tions, covering all cracks and the outer jacket of the transmis-
sion line. Failure to waterproof the connection may resuit in
improper operation of the antenna.

7.
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Properly secure the feeder cable and transmission line to the
tower in the best position to avoid physical damage to the
cable.

POST-INSTALLATION INSPECTION

After the antenna and transmission line have been installed, a careful
visual check should be made to ensure that:

a. all mechanical connections have been made;
b. the antenna is mounted as close to vertical as possible;

c. the proper mount was achieved — either upright or invert-
ed;

d. the drain hole is clear of all obstructions;
e. all connections have been carefully wrapped to prevent mois-

ture problems.
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Figure 3. Mounting Clamp Hardware.
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Figure 4. Upright Mounting of Antenna.
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