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Elémentary Diagram
POWER AMPLIFIER MODELS 4EF1Al,2

(M-7483423, Rev. 9)
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250 WATT POWER AMPLIFIER
MODEL 4EF1Al-2

Description

BLOWER MOTOR

Blower: Outlet mtg, CCW. Ripley Type
35R includes
Motor: Cyclohm Type 2914 RBC,
v, 1 phase, 60 cycle, 1/35
hp, 3400 rpm, capacitor induction,
Cyclohm #10 ball bearings.

CAPACITORS

Variable, air; 3.5 - 25 mmfd.
Hammarlund Type APC-25.

Variable, air, dual; 2.5 - 6.5 mmfd
per section. James Millen Type
21000-6.

Dielectric plate assembly.

Variable, air; 4-16 mmfd + 10%,
Hammarlund Cat. #HFA-15E.

Variable, air dual; 6-33 mmfd per
section. James Millen Type 23035.

Ceramic, double cup; 500 mmfd min,
peak working volts 10 kv. BErie
Type 401-02, Hi-K.

Silver mica, button type; 1000 mmfd
+ 10%, 500 v d-c w. Erie Type
370-CH.

Ceramic, double cup, 500 mmfd min,
peak working volts 10 kv. Erie
Type 401-02, Hi-K.

#Pyranol, 2 mfd + 10%, 600 v d-c w.
G-E Cat. #23F350.

#Pyranol, 0.50 mfd + 10%, 600 v d-c w.
G-E Cat. #22F390.
MISCELLANEOUS ELECTRICAL PARTS

Angle plug adapter. Amphenol Cat.
#83-1AP. Signal Corps #M359.

JACKS AND RECEPTACLES

Connector. Amphenol Cat. #83-1R.
Signal Corps #S0-239.

Connectors. Type to mate with PL-259
plugs. Part of K461.

RELAY

Coaxial, coil resistance 400 ohms
+ 20% at 25°C, min operating
voltage 90 v or less, operating
range 117 v + 10%, 50/60 cycles,
contacts N.C. silver. Similar
to Price Cat. #6394 except in-
cludes 3 connectors, Amphenol
Cat. #83-1R.

INDUCTORS
Input coupling loop.

Grid tank. Part of basic construction,
not a replaceable part.

Plate tank.
Output coupling loop. (Group 1 only.)

RF choke: inductance 0.84 uh, current
capacity 1000 ma. Ohmite Cat.#Z-235.

D
FRegistered U.S. Patent Office

G-E Drawing Symbol

and Part
L466

P-7772885-P1 thru
L468
L469
L470

P-3R47-P1

K-7127837-P1 P462
and
P463

ML-7483411-G1
M-7483954-P1

R461
and
K-7127836-P1 R462
R463
K-7119854-P1
K-7131354-P1 TB461
K-7119854-P1
V461
and
V462
P-3R88-P2.
w461
P-3R115-P4
XV461
and
XV462
M-2R22-P2
M-2R22-P3

B-7487960-P1

K-7127928-G1

ML-7771823--G1
K-71277”7-P1
P-7772834-P6

Description

INDUCTORS (CONTINUED)

Choke. 22 turms, close wound, of
AWG #22-class F copper wire,
wound on 2 w, 1 megohm, composition
resistor.

RF choke: inductance 0.84 uh,
current capacity 1000 ma. Ohmite
Cat. #2-235.

OCutput coupling loop. (Group 2 onmly.)

PLUGS
2 piece straight plugs. Amphenol

Cat. #83-1SP. Signal Corps
. #PL-259. (Included in W461.)

RESISTORS

Wirewound, 16,000 ohms + 5%, 50 w,
mtg. bracket. Ward Leonard Cat.
#50F16000.

Composition, 1000 obms + 10%, 2 w.

TERMINAL BOARD

8 terminals. HB Jones Type 8-142-Y-MS.

TUBES
Type 4D21/4-125A or 4D21A.

CABLE

Assembly includes cable RG-8/U
X 18" + 1-1/2" 1g, P462, and
P463.

SOCKETS
Tube sockets: steatite, super jumbo

5 pin wafer sockets. EF Johnson
Cat. #122-275.

G-E Drawjng
and Part

K-7119906-G1

P-7772834-P6

K-7133418-P1

M-2R22-P1

M-2R17-P173

C-3R79-P102K

M-7478396-P5

PL-7474980-G1

K-7129359-P1
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