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TM11-6625-3016-10~1

CONTROL

HI LVL/uV X 100/NORM Switch
BFO-RF LEVEL Control

AUTO ZERO/OFF/BATT Switch
RCVR WIDE/MID/NARROW Switch
GEN/RCVR Switch

INT MOD/RCVR Switch

VAR/OFF Control

1 kHz/0FF Control

DEV-VERT VERNIER Control
SWEEP VERNIER Control
PWHR/OFF/BATT Switch

INITIAL SETTING

"NORM"
Fully ccw
"AUTO ZERQ"
"NARROW®"
IIGENII
IERCVRII
Fully
Fully
Fully
Fully
IIPNR!I

detent "OFF"
detent "QFF"
cw, detent "CAL"
cw, detent "CAL"
or "BATT"

ccw,
cew,

STEP

PROCEDURE

ILLUSTRATION

Set RF FREQUENCY MHz Thumb-
wheels to desired RF freguency
output.

For an RF output less than
50 uV, set HI LVL/uV X 100/
NORM Switch to "NORM" and
rotate BFO-RF LEVEL Control
to desired uVv setting.

2NOTE§

RF output in dBm is indi-
cated by the reading on
the dBm scale.

The AN/GRM-114A is now gen-
erating RF signals at the
desired frequency and output
level,
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For an RF output level greater
than 50 uV (but less than
5000 uv):

a. Place HI LEVEL/pV X 100/
NORM Switch to "uV X 100" posi-
tion.

b. Rotate BFO-RF LEVEL Con-
trol to desired uV setting.
The AN/GRM-114A is now gen-
erating RF signals at desired
frequency and output level.

RF FREQUENCY MHZ
THUMBWHEELS

HI LYL/uV X 100/
NORM SWITCH

8FO-RF LEVEL
CONTROL

PHR/OFF /BATT

SWITCH
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STEP PROCEDURE ILLUSTRATION

3 (Continued)

RF output level in uV
is.now 100 times the
setting of BFO-RF LEVEL
Control on uV scale.

Equivalent RF output level in
dBm can be determined by mathe-
matically adding +40 dBm to
reading on dBm scale.

4 For an RF output level greater Héﬂh"kﬁ‘,%ﬁ oo/

than -35 dBm:

a. Place HI LVL/uV X 100/
B NORM Switch to "HI LVL" posi- casd yais Lty BORvgmy
= tion. ; ekt L

b. Slowly rotate BFO-RF
LEVEL Control cw until O dBm o ()
Lamp 1ights.

c. Record setting of BFO- W 20 O i
RF LEVEL Control on dBm scale.
d. Add result obtained in BFO-RF LEVEL
CONTROL

Step 4c to desired RF output
level in dBm. Record
result.

e, Rotate BFO-RF LEVEL Con-
trol to setting obtained in
Step 4d.

f. The AN/GRM-114A is now
generating RF signals at
desired frequency and output
level,
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Table 2-4

AN/GRM-114A RF Signal Generator Operating

Instructions for AM RF Signatls

SWEEP VERNIER

BFO-RF LEVEL

HI LYLAV X 100/

CONTROL NORM SWITCH
T | © \ AR
T \\J AN A 5 \ .\\1

w“ﬁ%?%%% \mf$§§ﬁ

(2
s & AUTO ZERO/OFF/
Rl ol BATT SWiTCH
OF 10
O/ € ELRGEE
GEN/RCYR PWR/OFF /BATT
SWITCH SWITCH

RCYR WiDE/MID/NARROW
SWITCH

FM/AM-1000S Initial Adjustments and Control

Settings for Generating AM RF Signals

CONTROL
() (£
_ )
BN NRh
Nk )
PR
DEV~VERT VERNIER N
CONTROL ()
S 6
E | @
AC/OFF /DC Svin T 0
SWITCH ) ° : &
1 KHZ/OFF VAR/OFF
= CONTROL CONTROL
INT MOD/RCYR/RCVR
(DET OFF) SWITCH
Figure 2-8
CONTROL

HI LVL/uV X 100/NORM Switch
1 BFO-RF LEVEL Control
J AUTO ZERO/OFF/BATT Switch
N RCVR WIDE/MID/NARROW Switch
! GEN/RCVR Switch
:4 INT MOD/RCVR Switch
VAR/OFF Control
1 kHz/0FF Control
DEV-VERT VERNIER Control
SWEEP VERNIER Control
SHEEP Control
AC/OFF/DC Switch
PWR/OFF/BATT Switch
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INITIAL SETTING

IINORMII

Fully ccw

"AUTO ZERO"

"NARROW"

IlGENII

IIRCVRH .

Fullty ccw, detent "OFF"
Fully ccw, detent "OFF"
Fully cw, detent "CAL"
Fully cw, detent "CAL"
10 uSec

IIACII

"PWR" or "“BATT"
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STEP

PROCEDURE

ILLUSTRATION

Set AM/FM Switch to "AM",

Set MODULATION FREQ Hz Thumb-
wheels to desired tone modu-
lation frequency.

Rotate ANALY/DISPR Control
fully ccw to detent position.

Place DEV-VERT Control to
either the "1,5 kHz", "6 kHz"
or "15 kHz" position.

— {CAUTION|

WHEN APPLYING POWER TO m
OSCILLOSCOPE OR SPEC-
TRUM ANALYZER THROUGH @&
PWR/OFF/BATT SWITCH OR

AC/OFF/DC SWITCH, MAKE
SURE INTENSITY CONTROL
IS AT MODERATE (LEFT) |
POSITION. :

Adjust INTENSITY Control cw
and FOCUS Control for a
sharp visible trace display.
Set PWR/OFF/BATT Switch to
"PWR" position.

Adjust VERT Control and HORIZ
Control to obtain a centered
trace, with lower edge of dis-
played carrier aligned with
horizontal axis. '

Measure peak-to-peak amplitude
(in graticule divisions) of
displayed carrier. Record
result.

Apply result obtained in Step
7 to the following equation:

X = {DESIRED ¥ MCD) X (RESULT OF STEP 7}
100

Where: X = number of graticule
divisions {peak-to-peak)}
of modulated signal.

DEY-VERT ANALY DISPR
CONTROL CONTROL

x
1) :
4

® 0 1 :
& i A e T

{2
&
&

Q)

MODULATION FREQ HZ AM/FM SWITCH

THUMBWHEELS

INTENSITY
CONTROL

FoCUs
CONTROL

VERT CONTROL

b,
L
Yy
e

I
g b

@
(&)
E): 0
©
()

CRT DISPLAY HORIZ
CONTROL

2-25
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STEP

PROCEDURE

ILLUSTRATION

9

[NOTE]

Steps 9a and b must be
performed simultaneously,
as one will affect the
other.

a, Adjust VERT Control to
align negative peak of the
modulated signal with the
horizontal axis.

b. Rotate VAR/OFF Control
to adjust peak-to-peak ampli-
tude of the same modulated
signal (in graticule divisions)
to the value of x obtained in
Step 8.

c. The signal generator is
now calibrated to the desired
percent modulation and is gen-
erating at the selected fre-
quency and output level,

10

To measure SINAD sensitivity,
perform Steps 5, 6 and 7 in
Table 2-16, then proceed to
Step 11 this procedure.

11

Rotate BFO-RF/LEVEL Control
until MM-100E display indicates
desired SINAD level. BFO-RF
LEVEL Control will now indicate
UUT sensitivity.

If HI LVL/uV X 100/NORM
Switch is in "uv X 100"
position, multiply uv
setting on BFO-RF LEVEL
Control by 100 or add 40
dB to reading to obtain
correct UUT sensitivity.

12

Emergency operating procedures:
Refer to Table 2-2.

13

Stopping procedures: Refer to
Table 2-2.

@

YAR/QFF
CONTROL

VERT

CONTROL

BFO-RF LEVEL
CONTROL
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Table 2-5

TM11-6625-3016-10=1

AN/GRM-114A RF Signal Generator Operating

Instructions for Generating FM RF Signals

SWEEP VERN(ER

BFO-RF LEVEL

Hi LYLALY X 100/

CONTROL CONTROL NORM SW1TCH
(3) (D) e
N2 B IR
V-VERT VERNIER ARRRA Y e W) S AEAT
CoNTROL | ‘ . () AN ;
¥ @ €
: AUTO ZERO/OFF/BATT
&, () & SgTTCH
: ® ﬁp'o
é 5 0 C)® y @ - ® ©
1 KHZ OFF VAR/OFF GEN/RCYR PWR/OFF /BATT
CONTROL CONTROL SWITCH SWITCH
INT MOD/RCYR/RCVR RCVR W IDE/MID/NARROW
(DET OFF) SWITCH SWITCH
Figure 2-9 FM/AM-1100S Initial Adjustments and Control
Settings for Generating FM RF Signals
CONTROL INITIAL SETTING
HI LVL/uV X 100/NORM Switch "NORM"
BFO-RF LEVEL Control Fully ccw
AUTO ZERO/OFF/BATT Switch "AUTO ZERO"
RCVR WIDE/MID/NARROW Switch "NARROW"
GEN/RCVR Switch "GEN"
INT MOD/RCVR/RCVR {DET OFF)
Switch "RCVR"
VAR/OFF Control Fully ccw, detent "OFF"
1 kHz/OFF Control Fully ccw, detent "OFF"
DEV-VERT VERNIER Control Fully cw, detent "CAL"
SWEEP VERNIER Control Fully cw, detent "CAL"
PWR/OFF/BATT Switch "PWR" or "BATT"
STEP PROCEDURE ILLUSTRATION
1 Perform Steps 1 thru 4 in

signals.

Table 2-3 for generating RF

2-27
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STEP

PROCEDURE

2

Set AM/FM Switch to "FM"
position.

Set MODULATION FREQ Hz Thumb-
wheels to desired tone modu-
lation frequency.

Place DEV/PHWR Control to
desired deviation range (2,
6, or 20 kHz).

To measure SINAD sensitivity,
perform Steps 5, 6 and 7 in
Table 2-16, then proceed to
Step 6 this procedure.

Rotate BFO-RF LEVEL Control
until MM-100E display indi-
cates desired SINAD level.
BFO-RF LEVEL Control will

now indicate UUT sensitivity.

SNOTEi

If HI LVL/uv X 100/NORM
Switch is in uV X 100
position, multiply uvV
setting on BFO-RF LEVEL
Control by 100 or add 40
dB to reading to obtain
correct UUT sensitivity.

2-28

Rotate VAR/OFF Control cw
while observing DEVIATION/
WATTS Meter until meter indi-
cates desired deviation on
appropriate scale (2, 6 or

20 kHz). The AN/GRM-114A

is now generating frequency
modulated RF signals within
the desired deviation range.

If deviation is above 5
kHz, place RCVR WIDE/
MID/NARROW Switch to "MID"
or "WIDE" position.

ILLUSTRATION
DEV/PWR
CONTROL
Lk NS R
W unbe SNAY e ¥
T
5
e (9
D G ) @E (). @ i @
AM/FM
SWITCH
MODULATION FREQ HZ BFO-RF LEYEL
THUMBWHEELS CONTROL
DEVIATION/WATTS
METER
O RN ol N
AN NPT DR 3 X
21
() N :
© S @@ ‘ () [ 6
VAR/OFF
CONTROL

RCVR WIDE/MID/NARROW
SWITCH
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STEP

PROCEDURE [LLUSTRATION

{(Continued)

[NOTE]

Signals at a 1 kHz rate DEVIATION KHZ
with more than 5 kHz WATTS METER
deviation must be moni-
tored with RCVR WIDE/
MID/NARROW Switch in "MID"
position.

,,
B
(: "
-
=
Y
4
ez

Signals modulated above
2 kHz should be moni- BuexysAphe
tored with RCVR WIDE/ oy
MID/NARROW Switch in - Ky

"WIDE" position. Note < .e : LEEIE .
residual modulation Loahelsbid] 6 /
indication due to noise , g » SHERIERY,
on DEVIATION (kHz)/WATTS D @ @ D © X
Meter; add this value
to desired value.

Emergency operating pro- RCVR WIDE/MID/NARRON
cedures: Refer to Table SWITCH
2-2.

Stopping procedures: Refer
to Table 2-2.

Table 2-6 AN/GRM-114A Oscilloscope Operating
Procedures

[WARNING |

D0 NOT APPLY MORE THAN 200 VOLTS (PEAK-TO-PEAK) TO
SCOPE-IN CONNECTOR. IF AN OSCILLOSCOPE PROBE IS
USED TO APPLY A SIGNAL FROM A UUT TO THE SCOPE-IN
CONNECTOR, ATTACH THE GROUND LEAD OF THE PROBE TO
UUT GROUND.

2-29
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VERTICAL ANALY DISPR
CONTROL CONTROL
FOCUS
HORIZ
CONTROL CONTROL

INTENSITY _-
CONTROL

DEV-VERT
CONTROL

MOOY ATLOM FRIGHr -
o s s 5,
5 ay R

DEV-YERT
VERNIER CONTROL

AC/OFF/DC SWEEP SWEEP VERNIER PWR/OFF /BATT
SWITCH CONTROL CONTROL SWITCH

Figure 2-10 FM/AM-1100S Initial Adjustments and Control
Settings for Oscilloscope Operation

CONTROL INITIAL SETTING
SWEEP Control *1 ms"
SWEEP VERNIER Control Fully cw, detent "CAL"
AC/OFF/DC Switch “AC"
DEV-VERT VERNIER Control Fully cw, detent "CAL"
DEV-VERT Control "10 v/DIV"
INTENSITY Control Midrange
HORIZ Control Midrange
FOCUS Control Midrange
VERT Control Midrange
ANALY DISPR/OFF Control Fully ccw detent "OFF"
PWR/OFF/BATT Switch "PWR" or "BATT"
STEP PROCEDURE ILLUSTRATION
INOTE]

Warm-up time for the
CRT is approximately 30
seconds from a "COLD"
start-up. The trace
will not appear until
the CRT warms up.

2-30
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STEP

PROCEDURE

ILLUSTRATION

Adjust INTENSITY Control cw

and FOCUS Control appropri-

ately to obtain a sharp vis-
ible trace display.

Adjust VERT Control and HORIZ
Control to center scope trace
over horizontal axis of CRT.

Connect UUT signal to SCOPE-
IN Connector.

Adjust SWEEP Control, DEV-VERT
Control and SWEEP VERNIER Con-
trol to obtain a stable wave-

form.
INOTE]

DEV-VERT VERNIER Control
must remain in "CAL" posi-
tion (fully cw, detent}.

Disconnect the UUT Signal from
the SCOPE-IN Connector.

Emergency operating proce-
dures (battery weakening) in
Table 2-2.

Stopping procedures:

a. Set AC/DC/OFF Switch to
"OFF" position.

b. For further stopping
grocedures, refer to Table
—20

INTENSITY FOCUS
CONTROL CONTROL

YERT CONTROL

CRT DISPLAY HORIZ CONTROL

DEVY-VERT
CONTROL

DEY-VERT
YERNIER CONTROL

CRT DISPLAY

SWEEP CONTROL

SWEEP VERNIER
CONTROL

SCOPE IN
CONNECTOR

2-31
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Table 2-7 AN/GRM-114A Receiver Operating Instructions
FREQ ERROR VOLUME DEV~-PWR GEN/RCVR
CONTROL CONTROL  CONTROL SHITCH
e e e TrveTon [en
ShiRbady NS BFO-RF LEVEL
:1 hu S e 2\ St %‘*’- CONTROL
VAR/OFF i3
CONTROL SEHWT
() (2
: AUTO ZERO/OFF/BATT
e Q) ] SWITCH
1 KHZ/OFF e s 3
CONTROL Tt
_ 1Ee (D ()
® 0 () 5 4 : ®‘ ® i ©
AM/FM SQUELCH PWR/OFF /BATT
| SWITCH CONTROL SWITCH
f% BFO/OFF INT MOD/RCVR RCVR WIDE/MI1D/NARROW
SWITCH RCVR {(DET OFF) SWITCH
SWITCH
Figure 2-11 FM/AM-1100S Initial Adjustments and Control
Settings for Receiver Operation
CONTROL INITIAL SETTING

DEV/PWR Controi
‘ GEN/RCVR Switch
3 RCVR WIDE/MID/NARROW Switch
BFO-RF LEVEL Control
AUTO ZERO/OFF/BATT Switch
SQUELCH/OFF Control
INT MOD/RCVR Switch
VOL Control
BFO/O0FF Switch
AM/FM Switch

.
=
7

1
]

1 kHz/OFF Control
VAR/OFF Control
FREQ ERROR Control
PWR/OFF/BATT Switch
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IISIGII
IIRCVRII
IINIDEII
Fully ccw
“AUTO ZERO"
Fully ccw,
HRCVRII
Fully ccw
IIOFFH

"AM" or "FM" (depending on mode
of signal to be received)

Fully ccw, detent "OFF"

short of detent

Fully ccw, detent "OFF"
"15 kHz"
"PHR" or "BATT"
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STEP

PROCEDURE

ILLUSTRATION

——— |CAUTION]

DO NOT CONNECT A TRANS-
MITTER TO THE ANTENNA -
CONNECTOR. CONNECT ONLYE
AN EXTERNAL ANTENNA TO §
THE ANT INPUT CONNECTOR. |

MAXIMUM CONTINUOUS INPUTE
TO THE ANTENNA CONNECTOR§
MUST NOT EXCEED 0.25 W. [

DO NOT EXCEED 200 V
(PEAK-TO-PEAK) INTO THE
SCOPE IN CONNECTOR.

!NO‘I’Ei

Remove any static dis-
charge from an unter-
minated antenna before
connecting it to the
AN/GRM-~114A.

Select one of the following
methods of signal reception:

a. External antenna

Connect external antenna to
ANTENNA Connector for "off-

the-air" monitoring. Proceed
to Step 3.
EEEEEEB —

SEE SPECIFICATIONS ON PAGE &
1-9 FOR POWER MONITOR .
INPUT POWER REQUIREMENTS.

SCREWDRIYER
(W/ INSULATED
HANOLE)

CONNECTOR

COAX
CENTER
CONDUCTOR

TOUCH SCREWDRIVER BLADE TO
COAX CENTER CONDUCTOR AND
CONNECTOR COLLAR SIMULTA-
NEQUSLY TO DISCHARGE STATIC
BUILDUP

Change 1 2-33
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STEP

PROCEDURE

ILLUSTRATION

1

(Continued)

b. Direct Cable Connection
from UUT

Connect cabhle from UUT to
TRANS/RCVR Connector.

Maximum operating "ON" time
for measurement of transmitter
output, as indicated on DEVI-

ATION /WATTS Meter, using TRANS/RCVR
Connector is:

635 WPEP; 1 Minute ON, b5 Min-
utes OFF.

1060 Wy 15 Minutes ON, 10 Min-
utes OFF.

65 W; Continuous

RCVR WIDE/MID/NARROM
SWITCH

ANTENNA
CONNECTOR

RF FREQUENCY MHZ
THUMBWHEEL S

Apply power to UUT (if appli-
cable).

Set RF FREQUENCY MHz Thumb-
wheels to the frequency of
signal to be received.

Adjust VOLUME Control to a
comfortable listening level,.

2.34

If an area of the spectrum

is being monitored where fre-
quency channels are packed
closely together, bandwidth
of signal may be reduced by
placing RCVR WIDE/MID/NARROW
Switch to "MID" or "NARROW"
setting.

When monitoring FM signals,
the NARROW setting of RCVR
WIDE/MID/NARROW Switch will
not accommodate greater than
5 kHz FM deviation of FM
transmitters. If FM devia-
tion is more than 5 kHz,
place RCVR WIDE/MID/NARROW
Switch to "MID" position.

Change 2

(@)

(_ [ FRHTALY @f \\". \

PR [

©
© @ (:) & i

VOLUME TRANS/RCVR

CONTROL CONNECTOR



TM11-6625-3016-10~-1

STEP

PROCEDURE

ILLUSTRATION

(Continued)

NSTH

Ensure that proper band-
pass width has been
selected on RCVR WIDE/
MID/NARROW Switch. Too
high a bandpass will
cause higher noise read-
ing. Too low a bandpass
will cause distortion.

Fine tune the receiver to
center frequency (within
100 Hz) as follows:

a. If FREQ ERROR Meter
appears centered at zero, pro-
ceed to Step 6b; if meter
needle is not centered,
increase or decrease settings
of RF FREQUENCY MHz Thumb-
wheels in 10 kHz and 1 kHz
steps to center needle as
closely as possible to zero,
then proceed to Step 6b.

b. Rotate FREQ ERROR Control
to "5 kHz" position., If FREQ
ERROR Meter remains centered at
zero, proceed to Step 6¢; if
meter needle deviates from
zero, increase or decrease set-
tings of RF FREQUENCY MHz
Thumbwheels in 1 kHz steps to
center needle as closely as
possible to zero, then proceed
to Step 6c.

c. Rotate FREQ ERROR Con-
trol to "1.5 kHz" position.
Increase or decrease settings
of RF FREQUENCY MHz Thumbwheels
in 100 Hz steps until meter
needle is centered at zero.
Setting of RF FREQUENCY MHz
Thumbwheels now reflects
frequency of received signal.

RCVR WEDE/MID/NARROW
SWITCH

RF FREQUENCY MHZ
THUMBWHEELS

FREQ ERROR
METER
ahp \-\?\ \‘\u
o
s@ () - ® 1 [

SQUELCH ON/OFF
SWETCH

FREQ ERROR
CONTROL
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STEP

PROCEDURE

ILLUSTRATION

7

If received signal is being
monitored through a direct
cable connection at TRANS/RCVR
Connector, set DEV/PWR Control
to "WATTS X 10". If DEVIATION
{(kHz)/WATTS Meter reading is
under 4 watts (on red scale),
set DEV/PUR Control to "WATTS
X 17,

Qutput power of UUT can now
be measured on red scale of
DEVIATION (kHz)/WATTS Meter.

[NOTE]}

For signals received
"off-the-air", a repre-
sentation of relative
signal strength can be
determined by observing
DEVIATION (kHz)/WATTS
Meter needle deflection
(with DEV/PWR Control

in SIG position). As
signal strength in-
creases, the meter
needle deflection will
increase toward the
right of meter scale,.
For exact measurement

of "off-the-air" signal
strength, refer to the
procedures for measuring
signal strength under
spectrum analyzer opera-
tin§ instructions (Table
2-8).

2-36

Emergency operation procedures.

a. Broken antenna. Remove
antenna from ANT INPUT Con-
nector. Remove insulation to
expose wire. Butt the two
separated ends together and
secure with any nonconductive
material.

DEVIATION WATTS
METER

DEV/PWR
CONTROL

TRANS/RCYR
CONNECTOR

ANTENNA
CONNECTOR




TM11-6625-3016-10-1

STEP

PROCEDURE

ILLUSTRATION

(Continued)

b. Jammed signals. It is
likely that under real or
simulated tactical conditions,
the receiver will be jammed
by the enemy. Enemy jamming
is done by transmitting a
strong signal on the same fre-
quency as that used for com-
munication, making it diffi-
cult or impossible to receive
the desired signal. Unusual
noise or signal strength indi-
cations without messages may
be caused by enemy jamming,
signals from a friendly sta-
tion, or noise from a local
source; or the receiver may
be defective. To determine
whether or not the interfer-
ence is originating in the
AN/GRM-114A, disconnect and
remove the antenna., If the
interference continues, the
AN/GRM-114A is defective.
Enemy jamming signals may be
typed as continuous wave or
modulated. A jamming signal
may be intended to block a
single frequency (called spot
jamming), or one or several
transmitters may be used to
Jam a block of frequencies
(called barrage jamming).
Following are several types
of jamming signals:

(1) CW (continuous wave)
Jamming. CW jamming is trans-
mitted as a steady carrier.
This signal beats with another
signal and produces a steady
tone or in some cases, a
quieting effect. CW jamming
signals may also be keyed by
using a random on-and-off sig-
nal or using actual code
characters keyed to the same
rate or a little faster than
the signal being received.

2-37
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STEP PROCEDURE ILLUSTRATION

9 | (Continued)

(2) Modulated jamming.
Modulated jamming signals may
consist of noise, laughter,
singing, music, various tone,
or almost any unusual sound,
or it may be a combination of
these sounds. Various types
of modulated jamming signals
are explained in the follow-
ing paragraph.

(a) SPARK. This is
one of the simplest, most
effective, and most easily
produced jamming signals. This
type of signal sounds very
rough, raspy, and sometimes
1ike an operating electric
j motor with sparking brushes.
E The signal is very broad;

- therefore, it will interfere
with a large number of com-
munication channels.

(b} SWEEP-THROUGH.,
This signal is the result of
sweeping or moving a carrier
back and forth at a slow or
rapid rate. The numerous
signals of varying amplitude
and frequency produce a sound
1ike that of a low-flying air-
plane passing overhead. When
i varied rapidly, it is

it wid
e against all types of
vjo i 1s,
4;9£) ES OR
BAGP1I . h ) sugl | Vml.
evévr/a riajt BT 1

B3 i)
iy [ P
r

. | ) Nt <
consists of VY N\
tones. The tones are ‘trarnsi / “““us&
e RPN D .

( Aok in the order of first -
- ;giﬁ%/ggz;xpggg creysing »
I’ h _A_m,_quﬂﬂﬁ,ﬁ,

the a 1
the sound of a Scottish bag-

pipe.
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STEP

PROCEDURE

ILLUSTRATION

(Continued)

(d) NOISE. Noise is
random both in amplitude and
frequency. It produces a sound
similar to that heard when a
receiver is not tuned to a sta-
tion and the VOLUME Control is
turned to maximum,

(e} GULLS. This signal
consists of a quick rise and
fall of a variable audio fre-
quency. The sound is similar
to the cry of the sea gult.

(f) TONE. This signal
consists of a single audio fre-
quency of unvarying tone.
Another method of tone jamming
is to vary it slowly. This pro-
duces a howling sound of varying
pitch.

(3) Antijamming proce-
dures. When it is determined
that the incoming signal is
being jammed, notify your imme-
diate superior officer and con-
tinue to operate the equipment.
To provide maximum intelligibil-
ity of jammed signals, follow
one of more of the operation
procedures given in the follow-
ing steps. If these procedures
do not provide sufficient signal
separation, change to an alter-
nate frequency.

(a) Detune RF FRE-
QUENCY MHz Thumbwheel switches
by several increments on either
side of received signal. This
may cause some separation of
received signal and jamming
signal. :

(b) Vary VOLUME Con-
trol. This may reduce jamming
signal enough to permit weak
signal to be heard.

RF FREQUENCY MHZ
THUMBWHEELS
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STEP PROCEDURE ILLUSTRATION

g {(Continued)
VOLUME CONTROL

{c) Refer to Table
2-2 for further emergency
operating procedures (battery
weakening}.

10 Stopping procedure: Refer to
Table 2-2.

Table 2-8 AN/GRM-114A Spectrum Analyzer
Operating Instructions

INTENSITY FOCUS ANALY DISPR
CONTROL CONTROL CONTROL
i BFO-RF LEVEL
() © : CONTROL
AEERA T
\\. \’\ 9
A A
WIEE SR NS g .
)
o (3
) PWR/OFF/BATT
; e g ‘ SWITCH
= o Z
| i) ) @ @ D @\ e
s BFO/OFF GEN/RCVR
SHITCH SWITCH

Figure 2-12 FM/AM-1100S Initial Adjustments and Control
Settings for Spectrum Analyzer Operation

CONTROL INITIAL SETTING
BFO-RF LEVEL Control Fully ccw
GEN/RCVR Switch "RCVYR"
BFO/OFF Switch "OFF"
ANALY DISPR Control Fully cw
INTENSITY Control Midrange
FOCUS Control Midrange
PWR/OFF/BATT Switch "PHR" or "BATT"
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STEP PROCEDURE ILLUSTRATION
C:]NOT E ANTENNA
CONNECTOR

Remove any static dis-
charge from an unter-
minated antenna before
connecting it to the AN/
GRM-114A. Perform the
following steps to
measure signal strength.

—— {CAUTION/

DO NOT EXCEED 200 V
(PEAK-TO-PEAK) INTO THE
SCOPE IN CONNECTOR.

MAXIMUM CONTINUOUS IN-
PUT TO THIS CONNECTOR
MUST NOT EXCEED 0.25 W.

MAXIMUM INPUT IS -30 dBm [
FOR PROPER SPECTRUM :
ANALYZER OPERATION (SIG- F
NALS ABOVE -30 dBm MAY [
CAUSE SPURIOUS SIGNALS
TO BE GENERATED AND DIS- [
PLAYED BY AN/GRM-114A). K

Connect signal stimuli to
ANTENNA Connector, or connect
transmitter output to TRANS/
RCVR Connector,

—— [CAUTioN]

WHEN APPLYING POWER TO
THE OSCILLOSCOPE OR .
SPECTRUM ANALYZER FROM |
PWR/OFF/BATT SWITCH OR [
AC/DC/OFF SWITCH, MAKE |
SURE INTENSITY CONTROL F
IS IN MODERATE (LEFT) B
POSITION., :

Adjust INTENSITY Control cw
and FOCUS Control appropri-
ately to obtain a sharp visi-
ble trace display.

TRANS/RCYR
CONNECTOR
SCOPE IN
CONNECTOR
INTENSITY
CONTROL
FOCUS
CONTROL
CRT
DiSPLAY
i Off i
; ! o DI EPA RS
HIE
| O
()
G @ iy £) [ =)
PWR/OFF /BATT
SWITCH
AC/OFF/DC
SWITCH
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STEP

PROCEDURE

ILLUSTRATION

2

(Continued)

NSTE]

Warm-up time of CRT is
approximately 30 seconds
from a "cold" startup;
trace display will not
become visible until CRT
achieves warm-up.

Adjust RF FREQUENCY MHz Thumb-
wheels so that desired signal
is aligned along vertical axis
of CRT. Signal to be measured
is now on center frequency.

Place ANALY DISP Control fully
ccw, short of detent position.

Adjust RF FREQUENCY MHz Thumb-
wheels so desired signal is
aligned along vertical axis on
CRT,

Measure and record peak of
displayed signal along verti-
cal dB scale.

Offset displayed signal to
either side of vertical axis
two major graticule divisions
by increasing or decreasing
settings of FREQUENCY MHz
Thumbwheels.

Set BFO/OFF Switch to "BFO"
position.,

2-42

Rotate BFO-RF LEVEL Control
cw so that injected BFO sig-
nal is the same amplitude as
the signal under test,

CRT DISPLAY
ANALY DISPR

CONTROL

i
THT
=i
b =)
)

BFO-RF LEVEL
CONTROL
BFQ/OFF
SW1TCH

RF FREQUENCY MHZ
THUMBWHEELS

2 bt e

M. y g —

= \
MAJOR / MAJOR
VERT | CAL HOR IZONTAL
AXIS AXIS



=
3
4
H

TM11-6625-3016-10~1

STEP

PROCEDURE

ILLUSTRATION

(Continued)

;NOTE}

If injected BFO0 signal
cannot be raised to the
amplitude of the signal
under test, set HI LVL/
UV X 100/NORM Switch to
"uy X 100". Again rotate
BFO-RF LEVEL Control cw
until injected BFO signal
matches the amplitude of
signal under test.

HI LYL/WY X 100/
NORM SWITCH

10

Read signal strength of signal
under test on uV or dBm scale
of BFO~RF-LEVEL Control as
follows:

a. If HI LVL/uV X 100/NORM
Switch is at "NORM" position,
setting of BFO-RF LEVEL Con-
trol represents measured sig-
nal strength.

b. If HI LVL/uV X 100/NORM
Switch is at "uV X 100" posi-
tion, add +40 dBm to reading
of BFO-RF LEVEL Control on dBm
scale to obtain true signal
strength in dBm. For equiva-
lent signal strength in npv,
multiply uV setting of BFO-RF
LEVEL Control by 100.

BFO-RF LEVEL
"CONTROL

2-43



™

11-6625~-3016-10-1
Table 2-9

AN/GRM-114A Spectrum Analyzer Operating

Instructions for Spurious Signal Detection

INTENSITY
CONYROL FOCUS
CONTROL

8FO/OFF
SWITCH

Figure 2-13

GEN/RCVR
SWITCH SWITCH

ANALY DISPR
CONTROL

BFO-RF LEVEL
CONTROL

PWR/OFE /BATT

FM/AM-1100S Initial Adjustments and Control

Settings for Spurious Signal Detection Using

Spectrum Analyzer

CONTROL

BFO-RF LEVEL Control
GEN/RCVR Switch
BFO/OFF Switch

ANALY DISPR Control
INTENSITY Control
FOCUS Control
PWR/OFF/BATT Switch

INITIAL SETTING

Fully ccw
IIRCVRII

iIOFFII

Fully cw
Midrange
Midrange

“"PWR" or "BATT"

STEP

PROCEDURE

ILLUSTRATION
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charge from an unter-

connecting to the AN/
GRM-114A.

Remove any static dis-

minated antenna before
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STEP PROCEDURE ILLUSTRATION

(Continued)

SR/ T

DO NOT CONNECT TRANS-
MITTER TO ANTENNA CON-
NECTOR. CONNECT ONLY
EXTERNAL ANTENNA TO
ANTENNA CONNECTOR.

MAXIMUM CONTINUOUS INPUT | ANTENNA
TO ANTENNA CONNECTOR CONNECTOR
MUST NOT EXCEED 0.25 W. |

MAXIMUM INPUT TO ANTENNA
CONNECTOR IS -30 dBm FOR
PROPER SPECTRUM ANALYZER
OPERATION (SIGNALS ABOVE :
-30 dBm MAY CAUSE SPURIOUS
SIGNALS TO BE GENERATED  §
AND DISPLAYED BY AN/GRM-
114A).

IF A SIGNAL IS TO BE
MONITORED THROUGH THE
UUT THROUGH A DIRECT CABLE
CONNECTION TO TRANS/
RCYR CONNECTOR, DO NOT
APPLY MORE THAN 100 WATTS
OF CONTINUOUS INPUT TO
TRANS/RCVR CONNECTOR.
MAXIMUM OPERATING "ON"
TIME FOR MEASQBEMENT 0F E

A TRANSMITTER 0UTPUT o TRANS/RCVR

F USING TRANS/RCVR CON- - CONNECTOR
o NECTOR 1IS: 3

® 635 WPEP; 1 Minute ON,
5 Minutes OFF,

® 100 W; 15 Minutes ON,
10 Minutes OFF,

® 65 W; Continuous.

1 Connect external antenna to
ANTENNA Connector for "off-
the-air" monitoring.

Change 2 2-45
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STEP

PROCEDURE

ILLUSTRATION

2

Apply power to UUT (if appli-
cable).

—— [CAUTIoN}

WHEN APPLYING POWER TO
SPECTRUM ANALYZER OR
OSCILLOSCOPE FROM PWR/
OFF/BATT SWITCH OR AC/
DC/OFF SWITCH, MAKE SURE
INTENSITY CONTROL IS IN g
MODERATE (LEFT) POSITION. E

Adjust INTENSITY Control cw
and FOCUS Control appropri-
ately for a sharp visible
trace on CRT,

NGTE]

Warm-up time of CRT is
approximately 30 seconds
from a "cold" startup.

Set RF FREQUENCY MHz Thumbwheels
to desired center frequency.

2-46

Momentarily remove and reapply
power to UUT (or in case of a
transmitter spectral purity
check, key transmitter on and
off), while carefully obsery-
ing carrier signal and sur-
rounding span for any spurious
signals.

INOTE]

When interrupting power
to UUT (or keying trans-
mitter on and off), cer-
tain momentary spikes
which protrude above the
noise level may appear.
Disregard these momen-
tary spikes; look for
signals which remain
constant in amplitude
during this time.

CRT DISPLAY

INTENSITY
CONTROL

FOCUS CONTROL

PWR/OFF /BATT
SWITCH

AC/QFF/DC
SWITCH

RF FREQUENCY MHZ
THUMBWHEELS
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STEP | PROCEDURE ILLUSTRATION
6 To determine origin of spur- CRT DISPLAY
ious signal, increase or de-
crease setting of 1 MHz and
100 kHz segments of RF FRE- ) © 0

QUENCY MHz Thumbwheels several
times above or below center
frequency.

a, If the spurious signal
moves closer to or further
away from carrier signal, the
spurious signal is being pro-
duced by the AN/GRM-114A and
thus can be disregarded.

b. If the spurious signal
moves in same direction and
same distance as carrier sig-
nal, the spurious signal is
being produced by UUT.

To determine frequency of
spurious signal, increase or
decrease the setting of the

RF FREQUENCY MHz Thumbwheels
while rotating ANALY DISPR/OFF
Control ccw until the spurious
signal is aligned with vertical
axis. The setting of RF FRE-
QUENCY MHz Thumbwheels repre-
sents frequency of spurious

signal,
§NOTE§

ANALY DISPR/OFF Control
should be fully ccw,
short of detent when
final frequency reading
is taken.

To verify actual center
of AN/GRM-114A spectrum
analyzer, set GEN/RCVR
Switch to "GEN" position
and observe generated
signal:

e e

C,
() &, S
ajnire S 6
(D) )@ @ ). ©
RF FREQUENCY MHZ
THUMBWHEELS
CARRIER SPURJOUS
S1GNAL SIGNAL
——\ I
\\ T

|ostcas

GEN/RCYR
ANALY DISPR
CONTROL SWITCH
Adstbah, .‘i— A\ \]
.;hn ; E : 3 - \
()
a () i g T i
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STEP

PROCEDURE ILLUSTRATION

7

(Continued)

a. If generated signal is
aligned with vertical axis,
frequency of detected spurious
signal is equal to setting of
RF FREQUENCY MHz Thumbwheels.

b. If generated signal is
not centered over vertical
axis, note position of gen-
erated signal on CRT grati-
cule; set GEN/RCVR Switch to
"RCVR" and increase and
decrease setting of RF FRE-
QUENCY MHz Thumbwheels to
align spurious signal to same
position to which the gen-
erated signal was previously
aligned. The setting of RF
FREQUENCY MHz Thumbwheels
represents frequency of
detected spurious signal.

Emergency operating pro-
cedures: Refer to the Table
2-7 and Step 9 of Table 2-7,

Stopping procedures: Refer
to Table 2-2.
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AN/GRM-114A Audio Generator Operating Instructions

@ The following note applies to both tables 2-10 and 2-11.

When the AN/GRM-114A is used as an audio generator,
the operation can be accomplished by either the use
of the MM-100E to measure the audio signal level and

- match the impedance of the UUT or through the use of
‘the oscilloscope as the audio signal level monitor.
Therefore, two procedures are presented. Table 2-10
1ists the operating instructions using the MM-100E
and Table 2-11 lists the operating instructions using
the oscilloscope.



Table 2-10

TM11-6625~3016~10-1

Audio Generation with MM-100E

Operating Instructions

e FUNCT FON
- R CONTROL
ANALY DISPR iorer
CONTROL CORFPARTHENT
© @ RANGE
CONTROL
MODULATION FREQ MHZ
THUMBWHEELS =
HEE SRR, O AT
hr N D & BN & 3
- e, PWR/OFF /BATT
s SWITCH
CONTROL LY ‘ % o
_ 4 o 1
% o (i) 6 6 ] B
VAR/OFF
CONTROL
Figure 2-14 FM/AM-1100S and MM-100E Initial Adjustments
and Control Settings for Generating Audio Signals
CONTROL INITIAL SETTING

VAR/OFF Control

Fully ccw, detent "OFF"

1 kHz/0FF Control Fully ccw, detent "OFF"
MODULATION FREQ Hz Thumbwheels “0000.0 Hz"
ANALY DISPR Control Fully ccw, detent "OFF"
FUNCTION Control "Hi-Z2"
RANGE Control "300"
PWR/OFF/BATT Switch “PWR" or "BATT"

STEP PROCEDURE ILLUSTRATION

1 Connect INTERCONNECT POWER
Cable to EXT ACC Connector
and connect one end of
coaxial cable to INT MOD
QUT Connector and opposite

EXT ACC
CONNECTOR

end of cable to the INPUT
Connector of MM-100E.

INT MCD OUT
CONNECTOR

INPUT
CONNECTOR
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STEP

PROCEDURE

ILLUSTRATION

2

Determine the input impedance
of the unit to be tested and
determine the level of the
audio signal to be inserted
into the UUT.

Set the FUNCTION Control to the
setting which corresponds with
the impedance of the UUT.

Set the RANGE Control to audio
signal level to be injected
into the UUT.

Set MODULATION FREQ Hz Thumb-
wheels to the desired audio
frequency.

Apply power to AN/GRM-114A as
instructed in Table 2-2 and
also apply power to UUT.
While observing the MM-100EF
METER Display, adjust VAR/OFF
Control to the desired level
(AC volts RMS).

Disconnect one end of the
coax cable from the MM-100E
INPUT Connector and connect
it to the UUT 1input.

METER
DISPLAY

FUNCTION
CONTROL

RANGE
GONTROL

PWR/OFF /BATT
SWITCH

1 KHZ/OFF
CONTROL

VAR/OFF INPUT CONNECTOR

CONTROL

UUT INJECTION POINT

INT MOD QUT
CONNECTOR

N\

AN/GRM~ 114
uut

7

COAX CABLE
W/BNC AND
UUT CONNECTORS
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Table 2-11 Audio Generation with Oscilloscope
Operating Instructions

STEP

PROCEDURE

ILLUSTRATION

—— [CAUTioN}

DO NOT EXCEED 200 V i
(PEAK-TO-PEAK)} TO SCOPE-F
IN CONNECTOR. .

Connect BNC tee connector to
SCOPE-IN Connector.

Connect one end of short coax
cable to INT MOD OUT Connector
and opposite end to BNC tee
connector attached to SCOPE-
IN Connector. Using another
coax cable, connect UUT to
opposite end of BNC tee con-
nector.

VAR/QFF

SCOPE [N CONTROL

CONNECTOR
INT MOD QUT
CONNECTOR

\
SCOPE_IN

uuT CONNECTOR  \ \\\\:?/GRM-II4
)
@ Q

Apply power to AN/GRM-114A as
instructed in Table 2-2, and
also apply power to UUT,.

—— [CAUTION]

WHEN APPLYING POWER TO §
OSCILLOSCOPE OR SPECTRUME
ANALYZER FROM PWR/OFF/ §i
BATT SWITCH OR AC/DC/OFF§
SWITCH, MAKE SURE INTEN-E
SITY CONTROL IS IN MOD- E
ERATE (LEFT) POSITION. E

BNC “TEE"
CONNECTOR

COAX CABLE
W/BNC AND
UUT CONNECTORS

SHORT COAX
CABLE

INTENS I TY CONTROL

FOCUS CONTROL
VERT CONTROL

e

o 1

Adjust INTENSITY Control cw
and FOCUS Control appropri-
ately for a sharp visible
trace on CRT Display.

ENOTEi

Warm-up time of CRT is
approximately 30 seconds
from a "cold" startup;
trace display will not
become visible until CRT
achieves warm-up.

i Y i 5
Eghe T DA

()
® OB () (). @ 1 &
AC/OFF/DC
CRT DISPLAY SWITCH
PWR/OFF/BATT
HOR|Z CONTROL SWITCH
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STEP PROCEDURE ILLUSTRATION

5 Adjust VERT and HORIZ Controls
so that the trace is centered
and aligned along the hori-
zontal axis.

CRT DISPLAY
6 Set MODULATION FREQ Hz Thumb-
wheels to desired audio fre-
quency.

7 For calibration, the level of
the injected audio tone must
be expressed in volts peak-to-
peak. Volts RMS or volts peak
must be converted to volts
peak-to-peak, using following
formulas:

volts peak-to-peak 2.828 x

volts rms

2 x volts ggﬁ{ggf

volts peak-to-peak
peak

8 Rotate VAR/OFF Control to
adjust waveform to desired MODULAT ION FREQ HZ
amplitude in volts peak as THUMBWHEELS

displayed on CRT Display.

Desired audio tone is
now being injected into _ N (S [
t he UUT ] - Rt e FIIES

DO NOT EXCEED 200 V i
(PEAK-TO-PEAK) TO SCOPE- E
IN CONNECTOR. g

o
=

To monitor the injected tones,
set INT MOD/RCVR/RCVR (DET VOLUME CONTROL
OFF) Switch to "INT MOD" posi-
tion and VOLUME Control for a [ NT/MOD/RCVR
comfortable listening level. S| TCH

10 Emergency operating procedures:
Refer to Table 2-2.

11 Stopping procedures: Refer to
Table 2-2.
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Table 2-12 Power Monitor Operating Instructions for
Measuring Transmitter Carrier Power

FREQ ERROR AM/FM DEV POMWER GEN/RCVR RCYR WIDE/MID/NARROW

CONTROL SHWITCH CONTROL

VAR/OFF
CONTROL

t KHZ/OFF
CONTROL

BFO/OFF
SWITCH

YOLUME CONTROL

SWITCH SHITCH

BFO-RF LEVEL
CONTROL

AUTO ZERQ/OFF/BATT
SHITCH

PWR/OFF /BATT
SWITCH

SQUELCH/QFF
CONTROL

ENT MOD/RCYR/RCVR
{DET OFF) SWITCH

Figure 2-15 FM/AM-1100S Initial Adjustments and Control
Settings for Measuring Transmitter Carrier Power

CONTROL

DEV/PWR Control

GEN/RCVR Switch

RCVR WIDE/MID/NARROW Switch

BFO-RF LEVEL Control

AUTO ZERO/OFF/BATT Switch

SQUELCH/OFF Control

INT MOD/RCVR/RCVR (DET OFF)
Switch

VOLUME Control

BFO/OFF Switch

AM/FM Switch

1 kHz/0FF Control
VAR/OFF Control
FREQ ERROR Control
PWR/OFF/BATT Switch

INITIAL SETTING

IISIGH

"RCVR"

"WIDE"

Fully ccw

"AUTO ZERO"

Fully ccw, short of detent

“RCYR"

Fully ccw

IIOFFH

"AM" or "FM" (depending on mode
of signal to be received)

Fully ccw, detent “QFF™"

Fully ccw, detent "OFF"

"15 kHz"

"PWR"™ or "BATT"

STEP PROCEDURE

ILLUSTRATION

1 Apply power to AN/GRM-114A as

instructed in Table 2-2,

PHR/OFF /BATT
SWITCH
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STEP PROCEDURE ILLUSTRATION

2 Apply power to UUT.

3 Connect a coax cable between
the UUT RF output and AN/GRM-
114A TRANS/RCVR Connector,

AN/GRM-114 COAX CABLE

o] N

Due to various construc-
tion of buildings, a
national standard (e.g. wuT
WWV) signal may not be
obtained without a roof-
top antenna or reloca-
tion of AN/GRM-114A to
an outdoor location.

4 Rotate DEV/PWR Control to

E "WATTS X 10",
= DEVIATION/WATTS
| 75 | Key UUT. Read UUT power out- T
“i put on red scale of DEVIATION
| (kHz)/WATTS Meter. CRT DISPLAY DEV/PHR
CONTROL.
INOTE]
If DEVIATION (kHz)/WATTS conTROL

Meter needle deflection
is less than 10 watts
when UUT is keyed,
rotate DEV/PWR Control
to "WATTS X 1“.

6 Set RF FREQUENCY MHz Thumb-
wheels to frequency on trans-
mitter.

7 Place ANALY DISPR Control ccw
just short of detent.

INOTE]

UUT power output can

also be viewed on CRT
Display spectrum analyzer
dB scale, using follow-
ing approximate equiva-
lencies:

RF FREQUENCY MHZ
THUMBWHEELS

-30 dB marking on spectrum
analyzer = 100 watts,
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STEP PROCEDURE ILLUSTRATION

7 (Continued)

-40 dB marking on spectrum
analyzer = 10 watts,

-50 dB marking on spectrum
analyzer = 1 watt, and

-60 dBm marking on spectrum
analyzer = 0.1 watt,.

8 Emergency operating procedures:

Refer to Table 2-2.

9 Stopping procedures: Refer

to Tahle 2-2.

Table 2-13 Master Oscillator Calibration Using Received
Time Standard Signal (WWV)

el S
RF FREQUENCY MHZ CONTROL
THUMBWHEELS AM/EM
SWITCH GEN/RCVR RCYR WIDE/MID/NARROW
SHITCH SWITCH
(M Y % e
S e s
[l @) '}%?§%‘ 2 BFO-RF LEVEL
N Ay ST %
NANAS S A CONTROL
VAR/OFF 7]
CONTROL NOE ia Y
AUTO ZERO/OFE /BATT
S, O S SWITCH
1 KHZ/OFF oa\iexTaia u
CONTROL Ll G = _
S e S Andy) g ' PHR/OFF /B
oD © © @ O © RNl S o AT
BF O/OFF
SWITCH
SQUELCH/OFF
INT MOD/RCYR/RCYR CONTROL

VOLUME CONTROL {DET OFF) SHWITCH

Figure 2-16 FM/AM-1100S Initial Adjustments and Control
Settings for Master Oscillator Calibration
Using Received Time Standard Signal (WWV)
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CONTROL

DEV/PWR Control

GEN/RCVR Switch

RCVR WIDE/MID/NARROW Switch

BFO-RF LEVEL Control

AUTO ZERO/OFF/BATT Switch

SQUELCH/OFF Control

INT MOD/RCVR/RCVR (DET OFF)
Switch

VOLUME Control

BFO/OFF Switch

AM/FM Switch

1 kHz/0FF Control

VAR/OFF Control

FREQ ERROR Control

RF FREQUENCY MHz Thumbwheels

PWR/OFF/BATT Switch

INITIAL SETTING

|ISIGIl
lIRCVRIl
IBNIDEII
Fully ccw
"AUTO ZERO"
Fully ccw, short of detent
IIRCVRM
Fully ccw
|IOFFII

IIAMII

Fully ccw,
Fully ccw,
"15 kHz"
"10.0000 MHz"
"PWR" or "BATT"

detent “QOFF"Y
detent POFF"

STEP PROCEDURE ILLUSTRATION
1 Perform the steps necessary
to receive AM signals as
listed in Table 2-7.
2 Set AN/GRM-114A controls for
oscilloscope operation as
shown in Figure 2-10.
3 Place DEV-VERT Control to 88,‘:;;5?
"15 kHz" position.
4 Insert a short length of wire
into center conductor of
10 MHz REF OUT Connector.
5 Adjust position of wire to
obtain a suitable beat note
from AN/GRM-114A speaker.
6 Using small screwdriver,

adjust the 10 MHz CAL Adjust-
ment until the beat note
achieves as Tow a frequency
as possible:

a. Initially, it is help-
ful to observe oscillation of
the waveform on the oscillo-
scope while rotating 10 MHz
CAL Adjustment; adjust screw
until oscillation diminishes
to a point of being as close
as possible to stationary.

2-56

10 MHZ REF QUT
CONNECTOR

10 MHZ CAL
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STEP PROCEDURE ILLUSTRATION

6 (Continued)

DEVIATION WATTS
METER

(b) While observing DEVIA-
TION/WATTS Meter, continue to
adjust the 10 MHz CAL Adjust-
ment until meter needle oscil-
lation is as slow as possible.
During this step, recheck
oscilloscope to be sure the
waveform is stable. Master
oscillator is now calibrated
in accordance with the time
standard signal.

INOTE] 10 MHZ CAL =
ADJUSTHENT

Careful calibration can
result in a beat fre- ZERO RCYR
quency less than 0.1 Hz. ADJUSTMENT

7 When calibrating the master

oscillator for accurate fre- e ROR
quency reference/measurement,
the FREQ ERROR Meter should
also be zeroed for reliable FREQ ERROR
frequency measurements. Pro- CONYROL
cedure is as follows:

a. Set GEN/RCVR Switch to | &= O\ Gnmeas
"GEN®. i\ | B
INOTE] | BmBER A
RCVR WIDE/MID/NARROW HO o
I - Switch must be in "NARROW", | ffies i ‘
b. Make sure AUTO ZERO/OFF/ | QA s i i iy B
BATT Switch is in "AUTO". e e
c. Rotate FREQ ERROR Con-
trol to "1.5 kHz". GEN/ROWR

d. Adjust ZERO RCVR Adjust-
ment cw or ccw to center FREQ ‘;E,‘,’?Cﬁ’”””‘“””m“"”
ERROR Meter needle at zero.

8 Emergency operating procedures:
Refer to Table 2-2. AUTO [ZERO/OFF /BATT

9 Stopping procedures: Refer to
Table 2-2.
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Table 2-14 Master Oscillator Calibration Using
an External Frequency Standard

The procedures in Table 2-14 are for calibrating the

master oscillator through an external

source when a

10 MHz "off-the-air" reference is not available.

STEP

PROCEDURE

ILLUSTRATION

" Connect one end of coax cable

to the 10 MHz REF QUT Connec-
tor, o

Connect opposite end of coax

~cable to input of frequency

counter.

Apply power to frequency
counter.

Apply power to AN/GRM-114A as
instructed in Table 2-2.

INOTE]

For most precise adjust-
ment, wait approximately
5 minutes before pro-
ceeding with Step 5.

Adjust 10 MHz CAL Adjustment
until frequency counter reads
10.000000 MHz, Master oscil-
lator is now calibrated to
frequency counter.
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When calibrating the master
oscillator for accurate fre-
quency reference/measurement,
the FREQ ERROR Meter must be
zeroed for reliable frequency
measurements. Procedure is
as follows:

a. Set GEN/RCVR Switch to

NGEN",
ifﬂ()Tii

RCVR WIDE/MID/NARROW
Switch must be in "NARROW",

AN/GRM=114
10 MHZ

REF QUY COAX CABLE
o

FREQUENCY
COUNTER

FREQ ERROR
METER

GEN/RCVR
SWITCH

C
& B @g ‘ () L RRRIT @
RCYR WIDE/MiD/NARROW
SWITCH

10 MHZ CAL
ADJUSTMENT
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STEP PROCEDURE ILLUSTRATION_
5 Continued
( ) ggﬁ?RngOR ZERO Rﬁva
b. Make sure AUTO ZERO/OFF/ ADJUSTHENT
BATT Switch is in "AUTO ZERO"
position. -
e (e ey

c. Rotate FREQ ERROR Con-
trol to "1.5 kHz",

d. Adjust ZERO RCVR Adjust-
ment cw or ccw to center FREQ
ERROR Meter needle at zero.

6 Emergency operating procedures:

Refer to Table 2-2.

7 Stopping procedures. Discon-
nect power from AN/GRM-114A as
instructed in Table 2-2 before
disconnecting power from fre-
quency counter.

T
DL

ENO

AUTO ZERO/OFF/BATT
SWITCH

Table 2-15 Frequency Error Measurement Operating

Instructions

RF FREQUENCY MHZ

THUMBKHEELS
DEV~VERT
CONTROL (3) @
: (-
X ?i‘\
I )
RAREBAERN
Ly r
()
DEV-VERT
VERNIER CONTROL
&
[pleife G
e " -
@ (©) §
AC/OFF/DC e 9 ‘ &7
SWITCH - : :
NA/EM GEN/RCYR
SHITCH SW‘;I'/l'CH

RCVR WIDE/MID/NARROW
SWETCH

€
i
® X ®
: AUTO ZEROR/OFF /BATT
SHITCH
PWR/OFF /BATT
SWITCH

Figure 2-17 FM/AM-1100S Initial Adjustments and Control
Settings for Frequency Error Measurement
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- CONTROL INITIAL SETTING

AUTO ZERO/OFF/BATT Switch "AUTO ZERO"
RCVR WIDE/MID/NARROW Switch "NARROW?"
GEN/RCVR Switch “RCVR"

RF FREQUENCY MHz Thumbwheels *0000000 MHz"
AC/OFF/DC Switch 'pcH

DEV-VERT Control ®15 kHz"
DEV-VERT VERNIER Control "CAL"

AM/FM Switch HE M
PWR/OFF/BATT Switch "PWR" or "BATT"

STEP PROCEDURE ILLUSTRATION

———— {CAUTION]

WHEN APPLYING POWER TO
THE OSCILLOSCOPE OR

SPECTRUM ANALYZER FROM
THE PWR/OFF/BATT SWITCH
OR FROM THE AC/DC/OFF  F
SWITCH, MAKE SURE INTEN- [
SITY CONTROL IS IN MOD- F
ERATE (LEFT) POSITION. [

INTENSITY
CONTROL ggﬁ$ROL

FOCUS HOR1Z

EEAE 2!
JaEE:

1 Center the oscilloscope trace i f o d
using the HORIZ and VERT Con- ? P © 02 9-0 6 '
trols.

AC/OFF /DC
? Place the FREQ ERROR Control to SWITCH

“15 kHz".
CRT PWR/OFF /BATT

3 Set RF FREQUENCY MHz Thumb- DISPLAY SWITCH
wheels to "0000100".

] - - CRT DISPLAY
| 4 | Verify both the oscilloscope HETER

and the FREQ ERROR Meter read
"10 kHz". & =

5 Other oscilloscope and FREQ jife
ERROR Meter ranges may be
checked in the same manner. ; QD

9 i A

6 Emergency operating procedures: 0 3
Refer to Table 2-2. 5 6 © -5 O @ i) 6

7 Stopping procedures. Refer RF FREQUENCY MHZ
to Table 2-2. THUMBWHEELS
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Multimeter Operating Instructions

STEP

PROCEDURE

ILLUSTRATION

[CAUTION|

DG NOT EXCEED 300 V B
INTO THE MULTIMETER [
INPUT CONNECTOR AND H
600 VRMS OR 800 VDC &
INTO PROBE, .

Connect the INTERCONNECT
POWER Connector to the EXT
ACC connector.

Connect probe between the AC
voltage or signal under test
and MM-100E INPUT Connector,

Apply power to AN/GRM-114A as
instructed in Table 2-2.

When generating a signal by
the AN/GRM-114A is necessary,
refer to procedures in Tables
2-2 and 2-3 or 2-4.

To measure an AC voltage of
the generated signal, set
FUNCTION Control to "HI-Z" (for
amplifiers with low impedance
outputs, set function switch
to match amplifier output
(i.e. 6009, 1502, 82 or 3.20))
and RANGE Control to the VOLTS
position which gives best
meter reading (top or second
scale, depending on VOLTS
position). Place probe switch
to either X1 or X10 position.

Adjust VOL Control for a
comfortable listening level.

ZNOTiz

The multimeter measures
distortion of 300 Hz to 20
kHz signals., AN/GRM-114A
variable tone generator

INPUT
CONNECTOR

L
e ey

EXT ACC

INT MOD OUT CONNECTOR

CONNECTOR

METER
RANGE DISPLAY
CONTROL

FUNCT | ON
voL CONTROL

CONTROL

& e @ T e laed gy ;7 i

VAR/OFF
CONTROL
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STEP PROCEDURE ILLUSTRATION
7 (Continued) METER
!NOTE‘ O SPLAY
must be used as the audio RANGE
or modulation source to CONTROL
the UUT.

To measure distortion of the
UUT, connect probe to UUT audio
output. Set RANGE Control to
the DISTN position which gives
best meter reading (top or
second scale, depending on

the DISTN position).

8 To measure SINAD value or 0 to
100% distortion of applied
signal, set RANGE Control to
"SINAD", Read value on SINAD
scale or top scale of meter,

For the following step,

the AM/FM Switch of the i

AN/GRM-114A must be in AM

position. (Ref Table 2-4° AM/FM

or 2-7 for generating and SHITCH

receiving RF signals.)

VAR/OFF

To read the AM% modulation of CONTROL HI LYLMY X 100/
the applied signal, set RANGE NORM SW1TCH

Control of multimeter to "AMZ"
position, read meter indica-
tion on top scale.

EAONN 111 SV

10 When generating RF signals,
adjust VAR/OFF Control for
desired AM¥ modulation. Accu-
racy will be best with a 1 kHz

signal,
INOTE]}

To measure DC voltage, VOLUME
a DC source external to CONTROL
the AN/GRM-114A, or a

BFO-RF LEVEL
battery external to the CONTROL

AN/GRM-114A is required.
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STEP

PROCEDURE

ILLUSTRATION

10

Ll LA

11

(Continued)

[NOTE}

If-using source external
to the AN/GRM-114A, con-
nect probe to INPUT Con-
nector of multimeter and
one end to output of
external source. Make
sure power is applied to
AN/GRM-114A and thus to
multimeter before apply-
ing power to external
sources.

DO NOT EXCEED 600 VRMSH
OR 800 VDC ON THE K
MULTIMETER PROBE. :

To measure DC voltage, set DC

ZERO OFFSET Control fully ccw,

detent position and FUNCTION
Control to "+" or "-" DC
depending on voltage to be

measured.
INOTE]

Remove probe from any
voltage source prior to
placing FUNCTION Control
to "OHMS" position.

12

Set RANGE Control to the "“"VOLTS"

position and probe switch to

"X1" or "X10" position for the

best meter reading (on either
the top or second scale,
depending on VOLTS position).

13

To measure resistance, set

FUNCTION Control to "OHMS" and
probe switch to "X1" position.

DC ZERO/OFFSET

CONTROL
FUNCTON
CONTROL
METER
DISPLAY
RANGE
CONTROL

INPUT
CONNECTOR

FUNCTION
CONTROL

RANGE
CONTROL
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STEP PROCEDURE ILLUSTRATION

13 {Continued)

| !CAU?IQN!

WHEN NO LONGER MEASURING
RESISTANCE, REMQVE FUNC-
TION CONTROL FROM "OHMS"
(ONLY) POSITION. PLACING
MULTIMETER PROBES ACROSS
LARGE VOLTAGES WHEN IN
"OHMS" (ONLY)} POSITION
WIL

INPUT
CONNECTOR

14 Connect multimeter probe across
resistance to be measured.

15 Set RANGE Control to the OHMS
position which gives the best
meter reading {on OHMS scale),

B 16 Emergency operating procedures:
& Refer to Table 2-2.

17 Stopping procedures: é’f;ﬁ’rggf

a, Refer to Table 2-2.

b, Disconnect BNC cable
from INPUT Connector of multi-
meter and INT MOD OUT Connec-
tor of AN/GRM-114A, or output
of external signal source.

- Section IV, OPERATING UNDER USUAL GONDITIONS
[WARNING]

WHEN THE AC AND DC POWER CABLES ARE BOTH CONNECTED |
TO THE AN/GRM-114A AND THE AC CABLE IS PLUGGED INTO B
AN AC POWER SOURCE, APPROXIMATELY 16 VDC WITH OVER

6 AMPS CAPACITY IS PRESENT AT THE PLUG END OF THE

DC POWER CABLE.

2-6. OPERATING WITH THE BATTERY,

NO POWER CABLES REQUIRED

® Be sure the AN/GRM-114A battery is fully charged prior to
placing the test set in operation.
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® Use the procedure below to determine the battery status under

load:

@ Set the POWER/OFF/BATT Switch

to "BATT" position. Depress
the AUTO ZERG/OFF/BATT Switch
to the "BATT" position
(switch is spring loaded in
"BATT" position) to read the
battery voltage on the DEVI-
ATION WATTS Meter.

11 vbC

INOTE]

DEYIATION
WATTS METER

PWR/OFF /BATT
SWITCH

AUTO ZERO/OFE/BATT
SWITCH

The battery voltage displayed
on the DEVIATION WATTS Meter
should be 11 to 15 VDC. (Bat-
tery is discharged when the
voltage displayed on DEVIATION
WATTS Meter is less than 11 VDC
under load.

The AC or DC l1ine cord must be removed from
either the AC or DC power source to obtain an
accurate reading of the battery voltage on the

DEVIATION WATTS Meter.

® The operating time of your AN/GRM-114A is limited to 10 minute

invervals during battery operation to prolong the 1life of the
battery. (You can expect to get approximately 50 minutes (5
ten minute cycles) of operation, from a fully charged battery,

between battery charges.)
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® When the AN/GRM-114A auto-
matically shuts off after =
ten minutes of continuous Lok B WASEL
operation, simply depress - e St e s
the PWR/OFF/BATT Switch to A
the "BATT" position of
restore battery power to
your Radio Test Set.

PWR/OFF /BATT
SWITCH

ENOTEi

During battery operation, turn off the oscillo-
scope when not in use, to extend battery oper-
ating time between charges.

; ® The battery should be charged before use if it has been 30
= days or longer since it has been used or charged up.

® You should remove the battery from your radio test set after
use, if it is to be stored and/or not used for a period of 30
days or more.
2-7. OPERATION WITH THE AC OR DC POWER CABLES.

AC AND/OR DC POWER CABLES REQUIRED.

DC OPERATION

ENOTE}

A DC power cable with a
cigarette lighter plug is /&
provided with your AN/GRM- Wity
114A, so for remote opera- :
tion, your vehicle must be
equipped to accept this
cable. (This manual is not
an authority to have a cig-
arette lighter installed in
a vehicle.)
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® Be sure the PWR/OFF/BATT
Switch is in "OFF" posi-
tion,

&
5

PHR/OFF/BATT
SHITCH

WHENEVER USING AN EXTERNAL DC POWER SOURCE, BE E
SURE THE AC POWER CABLE IS NOT CONNECTED TO AN :
EXTERNAL POWER SOURCE, :

AL RUEE G B LS| EXR—

©® Connect the DC power cable to the power source connector.

® Operate your radio test set utilizing the step by step oper-
ating procedures in Table 2-2 through Table 2-16.

® Disconnect DC power cable from power source and stow in proper
compartment provided. Place AN/GRM-114A in field case.

AC OPERATION

| ® Be sure the PWR/OFF/BATT
: Switch is in "OFF" posi- -
tion. v BOR ey

o

®

E @ O i G
PWR/OFF/BATT
SHITCH
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|WARNING|

WHENEVER USING AN AC POWER SOURCE, BE SURE THE fg
DC POWER CABLE IS NOT CONNECTED TO THE RADIO :
TEST SET AS A SHOCK HAZARD (16 VDC WITH OVER
6 AMP CAPACITY) MAY EXIST AT THE PLUG END OF :
THE DC POWER CABLE. B

@® Connect the AC power cable to the power source connector.

iNOTEi

When the radio test set power cable is connected
to a power source, the internal battery is con-
stantly charging whether the test set is turned
on or off,

® Operate your radio test set utilizing the step by step opera-
ting procedures in Table 2-2 through Table 2-16.

® Disconnect AC power cable from power source and stow in proper
compartment provided. Place AN/GRM-114A in field case.

Section V, OPERATING UNDER UNUSUAL CONDITIONS
2-8. OPERATION IN UNUSUAL WEATHER .

The AN/GRM-114A is designed and manufactured to operate in either
a fixed (laboratory) or mobile environment, thus subjecting the test
set to a wide range of temperatures plus unusual weather conditions
during operation, While operating the test set in normal or usual
conditions, no protection from the elements is required; however,
under extreme conditions, the following precautions are necessary:

COLD CLIMATES:|Extreme cold causes cables to become hard, brittle and
difficult to handle.

® Be careful when handling the cables and connecting them to the
UUT so that kinks and unnecessary loops will not result in per-
manent damage.

® Make sure connectors, controls and terminals are free of frost,
snow and ice. Keep connectors, controls and terminals protected
from the elements when not in use.

@® Be careful when cables and probes are connected to the test set.
Never drag or place the cables or probes in the snow.
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HOT CLIMATES:| 1n hot, dry climates, (i.e. desert and dusty areas)

connectors, controls and meter displays are subject to damage from
dust and dirt.

Never place your test set directly on the ground (sand or dusty
area). First lay a protective cover on the ground on which to
place the test set.

Protect connectors, controls and terminals from blowing sand and
dust,

Keep sand and dust clear of heat sink on rear panel. Periodi-
cally check heat sink to be sure it is free of any buildup of
sand and/or dust.

Increase cleaning interval, as necessary, to keep connectors,
controls and meter movements free of dust and dirt.

WARM, DAMP CLIMATES: In warm, damp climates, the equipment is subject

e S x ) D | KSR

to damage from moisture and fungi. Wipe all moisture and fungi from
equipment with a soft lint-free cloth.

[(WARNING]
DO NOT OPERATE YOUR AN/GRM-114A WHEN MOISTURE

IS CONDENSING ON THE TEST SET. KEEP IT SHEL-E
TERED FROM THE RAIN. :

—-9. EMERGENCY STOPPING PROCEDURES.

Perform the emergency stopping procedures as outlined in Table 2-2,
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CHAPTER 3
MAINTENANCE INSTRUCTIONS
Section |, LUBRICATING INSTRUCTIONS

There are no lubrication requirements for the AN/GRM-114A.

3-1. EXTERNAL CLEANING.

® Clean front panel and case with a soft lint-free cloth moistened
with trichlorotriflouroethane.

@® Remove tar or oil from outside case.

|VVARhHhK3I

ADEQUATE VENTILATION SHOULD BE PROVIDED WHILE
USING TRICHLOROTRIFLOUROETHANE. PROLONGED
BREATHING OF VAPORS SHOULD BE AVOIDED, THE
SOLVENT SHOULD NOT BE USED NEAR HEAT OR OPEN

. FLAME; THE PRODUCTS OF DECOMPOSITION ARE TOXIC
5 AND IRRITATING. SINCE TRICHLOROTRIFLOUROETHANE
DISOLVES NATURAL OILS, PROLONGED CONTACT WITH
SKIN SHOULD BE AVOIDED. WHEN NECESSARY, USE
GLOVES WHICH THE SOLVENT CANNOT PENETRATE. IF
THE SOLVENT IS TAKEN INTERNALLY, CONSULT A
PHYSICIAN IMMEDIATELY.,

Section Il TROUBLESHOOTING PROCEDURES

The TROUBLESHOOTING Table lists the common malfunctions which you may

find during the operation or maintenance of the AN/GRM-114A, Radio

Test Set. You should perform the tests, inspections, and corrective
% actions in the order listed.

L1 A

. This manual cannot Tist all malfunctions that may occur, nor all tests
! or inspections and corrective actions. If a trouble is not listed or
it it cannot be corrected by performing the corrective action, notify
general support maintenance.
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Table 3-1 TROUBLESHOOTING

STEP

MALFUNCTION
TEST OR INSPECTION
CORRECTIVE ACTION

3-2

Test set will not operate in battery position.

Low battery voltage indication on DEVIATION WATTS
Meter. :

DEYIATION WATTS
METER

Replace battery in AN/GRM-114A.

Connect AN/GRM-114A to either an AC or
DC power source to charge internal bat-
tery.

Check INTERNAL POWER Fuse (Al1A22F2),
Replace fuse: If the INTERNAL POWER

Fuse (AlA22F2) continues to blow,
notify general support maintenance.

]1*_“71 5 o)
i |

| |

ik |

|
=]l Q"
INTERNAL
POWER FUSE
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Table 3-1 TROUBLESHOOTING (Continued)
STEP MALFUNCTION
TEST OGR INSPECTION
CORRECTIVE ACTION
2. Test set will not operate from an external DC power source.
Check INTERNAL POWER Fuse (A1222F2).
u [0) Replace fuse: If the INTERNAL POWER
Fuse (AlA22F2) continues to blow,
; notify general support maintenance.
H
J
1o
AN
POMER. FUSE
3.

Test set will not operate from an external AC power source.

Check AC LINE Fuse (AlA22F1).

Replace fuse: If the AC LINE Fuse
(AlA22F1) continues to blow, notify
general support maintenance.

©

AC LINE FUSE
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Table 3-1 TROUBLESHOOTING (Continued)

STEP MALFUNCTION
TEST OR INSPECTION
I-—----—-w----—-----cvCORRECTIVE ACTION
4. Test set will not operate from internal battery power source.
Check internal battery fuse.
Replace fuse: (Refer to TM11-6625-3016-
20-1 for battery removal and fuse
replacement.) If the internal battery
fuse continues to blow, notify general
support maintenance.
BATTERY
FUSE
5. MM-100E, Multimeter does not operate in Ohms position,

3-4

Check Fuse (AZ2AlF1l).

Replace fuse: [If the MM-100E fuse con-
tinues to blow, notify general support
maintenance.

FAST BLO
FUSE
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Table 3-1 TROUBLESHOOTING (Continued)
STEP MALFUNCTION
TEST OR INSPECTION
CORRECTIVE ACTION
6. FM/AM-1100S DEVIATION WATTS Meter will not indicate correct
reading.
Perform Step 5 in PMCS Table 2-1.
Zero adjust meter with all power off to
test set.
Notify general support maintenance if
| meter will not zero adjust.
= SRR ok \ AN DEVIATION WATTS
A e [ikis 2 METER
?é METER ADJUSTMENT
7. FM/AM-1100S FREQUENCY ERROR Meter will not indicate correct

1
I
i

reading.
Perform Step 5 in PMCS Table 2-1.

Zero adjust meter with all power off to
test set.

If zero adjust does not correct
problem, place PWR/OFF/BATT Switch to
"ON", GEN/RCVR Switch to "GEN" and AUTO
ZERO/OFF/BATT Switch to "AUTO ZEROQO",.
Zero adjust frequency error meter using
the ZERO RCVR Adjustment.

FREQ ERROR Notify general support maintenance if
METER .
meter will not zero adjust.
s IO Vi ZERO RCVR
R ST ADJUSTMENT
FREQ ERROR g
METER ADJUST
)
D @ O IRC |
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Table 3-1 TROUBLESHOOTING (Continued)

STEP

MALFUNCTION
TEST OR INSPECTION
CORRECTIVE ACTION

MM-100E Meter will not indicate correct reading.

Perform Step 5 in PMCS Table 2-1,

Zero adjust meter with all power off to
test set.

Notify general support maintenance if
meter will not zero adjust.

METER
DISPLAY

METER ZEROQ
ADJUSTMENT
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APPENDIX A

REFERENCES

The following is a list of applicable references that are avail-
able to the opeartor of the AN/GRM-114A Radio Test Set.

DA Pam 310-1

DA Pam 738-750

SB

SB

T8

TB

TB

TB

™

™

™
™

11-573

38-100

43-0118

43-180

43-180-1

385-4

11-6625-3016-10-1

11-6625-3016-20-1

740-90-1
750-244-2

Consolidated Index of Army Publications and
Blank Forms.

The Army Maintenance Management System
(TAMMS),

Painting and Preservation of Supplies Avail-
able for Field Use for Electronics Command
Equipment.

Preservation, Packaging, Packing and Marking
Materials, Supplies and Equipment Used by
the Army.

Field Instructions for Painting and Preserv-
ing Electronics Command Equipment
Including Camouflage Pattern Painting of
Electrical Equipment Shelters.

Calibration Requirements for the Maintenance
of Army Material.

Calibration and Repair Requirements for the
Maintenance of Army Material.

Safety Precautions for Maintenance of Elec-
trical/Electronic Equipment.

Operator's Manual for Radio Test Set
AN/GRM-114A (NSN 6625-01-144-4481),

Organizational Maintenance Manual for Radio
Test Set AN/GRM-114A (NSN 6625-01-144-4481),

Administrative Storage of Equipment

Procedures for Destruction of Electronics
Materiel to Prevent Enemy Use (Electronics
Command).

Change 1 A-1/(A-2 blank)
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APPENDIX B

COMPONENT OF END ITEM LIST
Section |, INTRODUCTION

B-1. SCOPE.

This appendix lists Components of End Item and Basic Issue Items
for the AN/GRM-114A to help you inventory items required for safe and
efficient operation.

B-2. GENERAL.

The Components of End Item list is divided into the following
sections:

a. Section II1, INTEGRAL COMPONENTS OF THE END ITEM.

These items, when assembled, comprise the AN/GRM-114A Radio
Test Set and must accompany it whenever it is transferred or turned
in. The illustration following this section (Figure B-1) will help
you identify these items.

b. Section III, BASIC ISSUE ITEMS.

Not applicable.

- B-3. EXPLANATION OF COLUMNS,

a. Column (1) - Illustration Number (I1lus. Number). This column
indicates the number on the illustration in which the item is shown.

b. Column (2) - National Stock Number. Indicates the National
stock number assigned to the item and will be used for requisitioning

‘purposes. -

c. Column (3) - Description. Indicates the Federal item name and,
if required, a minimum description to identify and locate the item.
The last 1ine for each item indicates the FSCM (in parentheses) fol-
lowed by the part number.

d. Column (4) - Unit of Measure (U/M}). Indicates the measure used
in performing the actual operational/maintenance function. This
measure is expressed by a two-character alphabetical abbreviation
(e.g. EA, IN, PR).

e. Column {5) - Quantity Required (Qty rqr). Indicates the quan-
tity of the item authorized to be used with/on the equipment.
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Components of End Item

-1

Figure B
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Section Il. COMPONENTS OF END ITEM

(1) (2) (3) (4) (8)
ILLUS. NATIONAL STOCK DESCRIPTION qQryY
NUMBER NUMBER FSCM and PART NUMBER U/M RQR
1 6625-01-141-4481 FM/AM-1100S Communications
Service Monitor
(51190) (7002-2364-303) EA 1
2 6625-01-148-6598 MM-100E Multimeter
(51190) (7002-2389-100) EA 1
3 6625-01-164-4408 Probe Kit
(51190) (6500-2380-800) EA i
4 6625-01-191-2905 Cable Assembly, DC Power
(51190) (6041-5082-700) EA 1
5 6625-01-166-2755 Antenna, Flex
(51190) (1201-7616-500) EA 1
6 6510-01-105-0344 Cable Assembly, AC Power
(51190) (6041-0001-001) EA 1
7 5935-01-032-5404 Adapter, Connector
BNC 90
(51190) (2113-0000-013) EA 1
8 5985-00-689-1923 Attenuator, Fixed
10 dB, 2.0 GHz, 1 W
(51190) (2901-0401-010) EA 1
9 4920-00-456-6965 Attenuator, Fixed
20 dB8, 2.0 GHz, 1 W
(51190) {(2901-0401-020) EA 1
10 5985-01-190-6837 Attenuator, Fixed
30 dB, 12.4 GHz, 2 M
(51190) (2901-0402-030) EA 1
11 Key, Hex short arm,
.050
(51190) (2850-0000-059) EA 1
12 6625-01-192-0269 Case Canvas Cover/Carrying
which includes the TM 11-
6625-3016-10-1 and TM 11-
6625-3016-20-1 Manuals
(51190) (1412-2380-700) EA 1
Change 2 B-3
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Section It COMPONENTS OF END ITEM (CONTINUED)

(1) (2) (3) (4) (5) i
ILLUS. NATIONAL STOCK DESCRIPTION QTY
NUMBER NUMBER FSCM and PART NUMBER U/M RQR

13 6140-01-084-1460 Battery, Rechrg, sealed

nickel cadmium 13.2 V,

4,0 ah @ ,.B amperes

(51828) (BB-586/U) EA 1
14 5935-01-254-6039 Adapter, battery connector

(51190) (2146-2399-600) EA 1

- NI AL N

B-4

Change 2
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APPENDIX C
ADDITIONAL AUTHORIZATION LIST
Section |, INTRODUCTION,

C-1. SCOPE.

This appendix lists additional items you are authorized for sup-
port of the Radio Test Set,

C~-2. GENERAL.

This list identifies items that do not have to accompany the
AN/GRM-114A Radio Test Set and that do not have to be turned in with
jt. These items are all authorized to you by CTA, MTOE, TDA or JTA.

C-3. EXPLANATION OF LISTING.

National stock numbers, descriptions, and quantities are provided
to help yéu identify and request the additional items you require to
support the equipment. The items are listed in alphabetical sequence
by item name under the type document (i.e. CTA, MTOE, TDA or JTA)
which authorizes the item(s) to you.

Section II, ADDITIONAL AUTHORIZATION LIST

(1) (2) (3) (4)
NATIONAL DESCRIPTION
STOCK QTY
NUMBER FSCM & PART NUMBER U/M AUTH
5920-00-280-5029 Fuse 1/32 A, 250 V
(51190) (5106-4500-031) EA 1
(none assigned) Fuse 2.0 A, 250 V
(51190) (5106- 4602-000) EA 1 |
5920-00-056-6620 Fuse 7 1/2 A, 32 V
(51190) (5106-0000-009) EA 1
6140-01-084-1460 Fuse 10 A, 32 V EA 1
5920-00-557-2080

Change 1  C-1/(C-2 Blank)
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APPENDIX D

EXPENDABLE SUPPLIES AND MATERIALS LIST
Section |, INTRODUCTION

D-1. SCOPE.

This appendix lists expendable supplies and materials you will
need to operate and maintain the AN/GRM-114A Radio Test Set. These
items are authorized to you by CTA 50-970, expendable items (Except
Medical, Class V, Repair Parts and Heraldic Items).

D-2. EXPLANATION OF COLUMNS.

a. Column (1) - Item Number. No number appears in this column if
the expendable item is referenced in the narrative by military speci-
fications on other items. If the item is identified in the narrative
instructions by an item number, this number will appear in this
column.

b. Column (2) - Level. This column identifies the lowest level of
maintenance that requires the listed item.

C - Operator/Crew

0 - Organizational Maintenance
F - Direct Support Maintenance
H - General Support Maintenance

c. Column (3) - National Stock Number. This is the National stock
number assigned to the item; use it to request or requisition the
item.

d. Column (4) - Description. Indicates the Federal item name and,
if required, a description to identify the item. The last line for
each item indicates the FSCM in parenthesis followed by the part num-
ber in parenthesis.

e. Column (5) - Unit of Measure (U/M). Indicates the measure used
in performing the actual maintenance function. This measure is
expressed by a two-character alphabetical abbreviation (e.g. EA, IN,
PR). If the unit of measure differs from the unit of issue, requisi-
tion the Towest unit of issue that will satisfy your requirements.
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Section 1l, EXPENDABLE SUPPLIES AND MATERIALS LIST

(1) (2) (3) (4) (5)
ITEM LEVEL NATIONAL DESCRIPTION UNIT OF
NUMBER STOCK FCSM and PART NUMBER MEASURE

NUMBER

0 8010-00-584-3157 Paint Rubber, Olive

Drab No. X2048B7

(81348) (MIL-F-014072) PT
0 9150-00-159-4513 Enamel, Semigloss Black

(80244) (27038) PT
0 FED STD 595 Enamel, Semigloss Gray

(26440 ) PT
0 6850-00-105-3084 Trichlorotriflouroethane

i01eanin compound)

81349) (Type TF) QT
0 8020-00-721-9657 Brush, Paint, Flat 1%" |

wide (81348)

(FED-SPEC H-B-451) EA
0 5350-00-264-3485 Paper, Abrasive, Flint,

extra fine grade (81348)

(FED-SPEC-PP-105) RL
0 5350-00-145-0147 Primer, 3 in chromate

81348)

FED-SPEC-TT-P-600) PT
0 Soft lint-free cloth RL
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RECOMMENDED CHANGES TO EQUIPMENT TECHNICAL PUBLICATIONS

SOMETIING WITH THIS PUBLICATION? |

FROM: (PRINT YOUR UNIT'S COMPLETE ADDRESS)

ggﬁggsgz;nowm;rHﬁ CDR, 1st Bn, 6bth ADA
IT ON THIS ATTN: SP4 John Doe
FORM, CAREFULLY TEAR IT

OUT, FOLD IT AND DROP IT Key West, FL 33040
IN THE MAIL’ DATE SENT

14 January 1979

PUBLICATION DATE PUBLICA1ION TITLE .
Unit of Radar Set

PUBLICATION NUMBER
TM 9-1430-550-34-1 7 Sep 72 AN/MPQ-50 Tested at the HFC

8E EXACT. . PIN-POINT WHERE IT IS IN THIS SPACE TELL WHAT IS WRONG
PAGE PARA.- FIGURE TABLE AND WHAT SHOULD BE DONE ABOUT IT:

NO GRAPH NO NO
9-19 9-5 "B" Ready Relay K11 is shown with two #9 contacts.
That contact which is wired to pin 8 of relay K16
should be changed to contact #10.
21-2 |step 21-2 |} Reads: Multimeter B indicates 600 K ohms to 9000
1C K ohms.

Change to read: Multimeter B indicates 600 K ohms
minimum.

Reason: Circuit being checked could measure infinity.
Hultimeter can read above 9000 K ohms and still be
correct.

NOTE 70 THE READER:

Your comments will go directly to the o»liter
responsible for this manual, and he will prepare

the reply that is veturned to you. To help him in

his evaluation of your recommendations, please explain
the reason for each of your recommendations, unless
the reason is obvious.

ALl comments will be appreciated, and will be given
tmmediate attention. Handwritten comments are
acceptable.

For your convenience, blank "tear out' forms,
preprinted, addressed, and ready to mail, are included
in this manual,

StGN HERE

PRINTED NAME, GRADE CR TITLE, AND TELEPHONE NUMBER

SP4 John Doe, Autovon 222-222

DA FS?_&;Q 2028'2 :r:‘ivc:ogs EDITIONS P S -IF YOUR OUTFIT WANTS TO KNOW ABOUT YOUR
14 BSOLETE. RECOMMENDATION MAKE A CARBON COPY OF THIS

AND GIE IT TO YOUR HEADQUARTERS




CUT ALONG THIS LINE .

RECOMMENDED CHANGES TO EQUIPMENT TECHNICAL PUBLICATIONS

S@M ETHING WRONG Wi THIS PUBLICATION:

THEN. . JOT DOWN THE
DOPE ABOUT IT ON THIS
FORM, CAREFULLY CUT IT
OUT, FOLD IT AND DROP IT
IN THE MAIL!

FROM: (PRINT YOUR UNIT'S COMPLETE ADDRESS)

A —————
DATE SENT

PUBLICATION NUMBER PUBLICATION DATE

PUBLICATION TITLE

BE EXACT ., PIN-POINT WHERE IT i3

PAGE PARA. FIGURE TABLE

NO. GRAPH NO,

N THES SPACE TELL WHAT IS WRONG
AND WHAT SHOULD BE DONE ABOUTIT:

PRINTED NAME, GRADE OR TITLE, AND TELEPHONE NUMBERA

IDA1

SIGN HERE

PREVICUS EDITIONS
FORM ARE OBSOLETE.

JUL79

2028-2

£3 - - IF YOUR QUTFIT WANTS TO KNOW ABOUT YOUR
AECOMMENDATION MAKE A CARBON COPY OF THIS
AND GIVE IT TO YOUR HEADQUARTERS



REVERSE OF DA FORM 2028-2

FILL IN YOUR
UNIT'S ADDRESS

U FOLD BACK

— o o v M e e e em o e e e B e s e e m— e—

DEPARTMENT OF THE ARMY

Commander

U.S. Army Aviation and Missile Command
ATTN: AMSAM-MMC-LS-LP

Redstone Arsenal, AL 35898-5230
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3ANIT SIHL SNOTV 1nD

- o e e w— e el o ek e e M TWER R e mue A



Sl
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RECOMMENDED CHANGES TO EQUIPMENT TECHNICAL PUBLICATIONS

SOMETHING WRONG  WIiTH THIS PUBLICATION:
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FORM, CAREFULLY CUT IT
OUT, FOLD [T AND DROP IT

N THE MAIL!

———
DATE SENT

FROM: (PRINT YOUR UNIT'S COMPLETE ADDRESS)

PUBLICATION NUMBER

PUBLICATION DATE

PUBLICATION TITLE

BEEXACT ,, PIN-POINT WHERE IT 18

PAGE PARA. FIGURE
NO, GRAPH HO,

TABLE

1M THIS SPACE TELL WHAT IS WRONG
AND WHAT SHOULD BE DONE ABOUTIT:

PRINTED NAME, GRADE OR TITLE, AND TELEPHONE NUMBER

§IGN HERE

I
DA 07 2028-2

PREVIOUS EDITIONS
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